
S
hip

To

City of Grand Junction
Pipe Maintenance
333 West Ave Building E
Grand Junction, CO 81501

B
illTo

City of Grand Junction
Pipe Maintenance
333 West Ave Building E
Grand Junction, CO 81501

Purchase Order
No.       2024-00000680

DATE           01/07/2025

Ph.       (970) 244-1546

Fax

VENDOR NO.                       4571V
endor

Ferguson Enterprises Inc
PO Box 802817
Chicago, IL 60680-2817

PAGE           1              of                  1
SHIP VIA                Best Way
DELIVER BY
FREIGHT TERMS                              FOB Dest, Frght Prepaid  Allow
Payment Terms: Net 30 Days
Buyer Name:                      Kassandra Nelson
Buyer Email:                      kassyh@gjcity.org

Award for IFB-5557-24-KN
QUANTITY UNIT DESCRIPTION UNIT COST TOTAL COST

1.0000 Lump SumWATER/PIPELINE - MAINTENANCE AND SUPPLIES -
WATER TREATMENT PLANT PIPE REPLACEMENT
PROJECT

56,000.0000 $56,000.00

301-610-010.8410 - Water Supply 56,000.00
F0050-F005016

PURCHASE ORDER TOTAL $56,000.00

Special Instructions:PURCHASE ORDER No. MUST APPEAR ON ALL INVOICES, SHIPPERS, PACKAGES, CORRESPONDENCE
Tax Exempt No. 98-03544
This Purchase Order along with all other solicitation documents comprise the entire contract.   Send invoices to
amyb@gjcity.org.

By:___________________________________________

For Purchase Order Terms and Conditions, please visit www.gjcity.org, and select the Purchasing Department information page.



































   

            
 Purchasing Division 
 
 
 

ADDENDUM NO. 1 
 
DATE:  December 27, 2024 
FROM:  City of Grand Junction Purchasing Division 
TO:   All Offerors 
RE: C900 PVC Pipe IFB-5557-24-KN 
 
Offerors responding to the above referenced solicitation are hereby instructed that the requirements 
have been clarified, modified, superseded and supplemented as to this date as hereinafter described. 
 
Please make note of the following clarifications: 
 

1. Q: In section 3.3.8 Estimated Quantities, there is a reference to the Contract Period in regards 
to the finalized amount of pipe to be ordered. We do not see a specific Contract Period stated 
in this IFB, can you please clarify?  
A: This is a one-time purchase. However, this clause remains just in case prices come in 
higher than what the City has budgeted and we need to adjust quantities ordered.  

 
The original solicitation for the project noted above is amended as noted. 
 
All other conditions of subject remain the same. 
 
Respectfully, 

 
Kassy Nelson, Buyer  
City of Grand Junction, Colorado 
 
 



12/23/2024

Ferguson 

Jared Crosby
jared.crosby@ferguson.com

970-497-9465 2868 I-70BL
Grand Junction CO 81501

0
Net 30

0



$56.00 $56000.00

$56000.00

1-2 weeks  



FERGUSON WATERWORKS #2750
2005 N. TOWNSEND
MONTROSE, CO 81401-0000

Phone: 970-240-2199
Fax: 970-240-2772

Deliver To:
From: Jared Crosby 

jared.crosby@gjpipe.com
Comments:

HOW ARE WE DOING?  WE WANT YOUR FEEDBACK!
Scan the QR code or use the link below to 

complete a survey about your bids:
https://survey.medallia.com/?bidsorder&fc=2745&on=55720

17:55:44 DEC 20 2024
FERGUSON WATERWORKS #2750

Price Quotation
Phone: 970-240-2199

Fax: 970-240-2772

Bid No: B376629
Bid Date: 12/20/24
Quoted By: JDC

Cust Phone: 970-244-1487
Terms: NET 10TH PROX

Customer: CITY OF GRAND JUNCTION
2145 RIVER ROAD
GRAND JCT, CO 81505

Ship To: CITY OF GRAND JUNCTION
2145 RIVER ROAD
GRAND JCT, CO 81505

Cust PO#: IFB-5557-24-KN Job Name: C900 PVC PIPE

Page 1 of 1

 Item  Description  Quantity  Net Price  UM  Total 

DR25BP20 20 C900 DR25 CL165 PVC GJ BLUE PIPE 1000 56.000 FT 56000.00

Net Total: $56000.00
Tax: $0.00

Freight: $0.00
Total: $56000.00 

Quoted prices are based upon receipt of the total quantity for immediate shipment (48 hours).  SHIPMENTS BEYOND 48 HOURS SHALL BE
AT THE PRICE IN EFFECT AT TIME OF SHIPMENT UNLESS NOTED OTHERWISE. QUOTES FOR PRODUCTS SHIPPED FOR RESALE

CONTRACTOR CUSTOMERS: IF YOU HAVE DBE/MBE/WBE//VBE/SDVBE/SBE GOOD FAITH EFFORTS DIVERSITY GOALS/ REQUIREMENTS ON A 
FEDERAL, STATE, LOCAL GOVERNMENT, PRIVATE SECTOR PROJECT, PLEASE CONTACT YOUR BRANCH SALES REPRESENATIVE 
IMMEDIATELY PRIOR TO RECEIVING A QUOTE/ORDER.

ARE NOT FIRM UNLESS NOTED OTHERWISE.

https://www.ferguson.com/content/website-info/terms-of-sale

LEAD LAW WARNING: It is illegal to install products that are not "lead free" in accordance with US Federal or other applicable law in potable water 
systems anticipated for human consumption. Products with *NP in the description are NOT lead free and can only be installed in non-potable 
applications. Buyer is solely responsible for product selection. 
Buyer shall accept delivery of products within 60 days of Seller receiving the products at Seller's warehouse. If Buyer causes or requests a delay in 
delivery of the products, Buyer may be subject to storage fees and additional costs caused by such delay. Seller reserves the right to requote the 
products and reschedule the delivery date, subject to manufacturer's lead times and price increases, if Buyer is unable to accept delivery within 60 
days.

Seller not responsible for delays, lack of product or increase of pricing due to causes beyond our control, and/or based upon
Local, State and Federal laws governing type of products that can be sold or put into commerce.  This Quote is offered contingent upon the
Buyer's acceptance of Seller's terms and conditions, which are incorporated by reference and found either following this document, or
on the web at 
Govt Buyers:  All items are open market unless noted otherwise.



VINYLTECH AWWA 

TECHNICAL DATA SUBMITTAL (14” - 24”)

CONFORMANCE
These specifications designate the requirements for
manufacturing and installing Vinyltech AWWA C900 PVC
Pressure Pipe for potable water (14”-24”).
ANSI/AWWA C900 - Polyvinyl Chloride (PVC) Pressure Pipe
and Fabricated Fittings, 4” Through 60” (100mm Through
1,500mm)
AWWA C605 - Underground Installation of Polyvinyl Chloride
(PVC) Pressure Pipe and Fittings for Water ASTM D1784 -
Standard Specification for Rigid Poly (Vinyl Chloride) (PVC)
Compounds and Chlorinated Poly (Vinyl Chloride) (CPVC)
Compounds
ASTM D1784 -  Standard Specification for Rigid Poly (Vinyl
Chloride) (PVC) Compounds and Chlorinated Poly (Vinyl
Chloride) (CPVC) Compounds
ASTM D3139 - Standard Specification for Joints for Plastic
Pressure Pipes Using Flexible
Elastomeric Seals
ASTM F477 - Standard Specification for Elastomeric Seals
(Gaskets) for Joining Plastic Pipe
NSF/ANSI 61, Annex G “Drinking Water Systems Components-
Health Effects”

PIPE COMPOUND
The pipe shall be extruded from compounds meeting
(PVC1120) the requirements of Cell Classification 12454, as
defined in ASTM D1784, Standard Specification for Rigid Poly
(Vinyl Chloride) (PVC) Compounds and Chlorinated Poly 
(Vinyl Chloride) (CPVC) Compounds. The PVC shall also be
listed by the National Sanitation Foundation (NSF) for use in
potable water.

PIPE
Vinyltech pipe shall be manufactured in accordance with
AWWA C900.

GASKET JOINT
The gasket shall be reinforced with a steel band and meet the
requirements of ASTM F477. Vinyltech pipe shall have an
integral bell end with a locked-in factory installed gasket and
shall meet the joint requirements of ASTM D3139.

MARKING
The pipe shall be marked in accordance with AWWA C900.

QUALITY CONTROL
Each length of the pipe including the bell shall be
hydrostatically tested in accordance with AWWA C900. The
pipe shall meet all additional test requirements as described in
AWWA C900. Our full-time quality assurance staff continually
administers a rigid program of tests to maintain the production
of the best quality pipe products available.

INSTALLATION
Recommended installation procedures of Vinyltech
Corporation are outlined in AWWA C605, Underground
Installation of Polyvinyl Chloride (PVC) Pressure Pipe and
Fittings for Water. The AWWA Manual M23, PVC Pipe-Design
and Installation, is also an invaluable resource guide for design
and installation.

TAPPING
The consistent success of tapping PVC pressure pipe is
contingent upon the use of proper procedures and equipment.
Vinyltech recommends strict compliance with the
requirements as specified in AWWA  C605.

ASSEMBLING THE PIPE
Assembly of Vinyltech PVC water pipe is easily accomplished.
A depth of entry mark is on each spigot end to serve as a visual
check for rapid, accurate joint inspection. Do not over insert.

1) Remove any mud, sand, or other foreign matter from the
belled and spigot ends of the pipe. Carefully clean the
gasket area.

2) With a clean applicator (a brush or hand) lubricate the
entire surface of the pipe from the spigot end to the
depth of entry mark and the contact surface of the
gasket with Vinyltech Brand lubricant.

3) Brace the bell to avoid disturbing the already installed
joints. Align the pipe, insert the spigot into the bell and
push.

4) Do not insert past the entry mark line.

C900 BLUE

VINylTECh •  201 S. 61st Avenue  •  Phoenix, AZ 85043  •  602 233-0071  •  Fax: 602 272-4847  •  www.vtpipe.com

CERTIFIED TO
NSF/ANSI 61

05/2024



NOMINAL SIZE OUTER 

DIAMETER (IN)

MINIMUM 

WALL (IN)

FEET PER 

LIFT 

LIFTS PER 

TRUCK

APPROXIMATE

WEIGHT

(LB/100')(IN) (mm)

14 350 15.3 0.612 120 12 1935
16 400 17.4 0.696 40/60 20 2575
18 450 19.5 0.78 40/60 20 3165

*20 500 21.6 0.864 80 8 3900
*24 600 25.8 1.032 60 6 5600

NOMINAL SIZE OUTER 

DIAMETER (IN)

MINIMUM 

WALL (IN)

FEET PER 

LIFT

LIFTS PER 

TRUCK

APPROXIMATE

WEIGHT

(LB/100')(IN) (mm)

14 350 15.3 0.729 120 12 2210
16 400 17.4 0.829 40/60 20 2883
18 450 19.5 0.929 40/60 20 3635

*20 500 21.6 1.029 80 8 4468
*24 600 25.8 1.229 60 6 6420

C900 DR 25 Pressure Class 165

C900 DR 21 Pressure Class 200

NOMINAL SIZE OUTER 

DIAMETER (IN)

MINIMUM 

WALL (IN)

FEET PER 

LIFT

LIFTS PER 

TRUCK

APPROXIMATE

WEIGHT

(LB/100')(IN) (mm)

14 350 15.3 0.85 120 12 2650
16 400 17.4 0.967 40/60 20 3475
18 450 19.5 1.083 40/60 20 4340

*20 500 21.6 1.200 80 8 5350
*24 600 25.8 1.433 60 6 7650

NOMINAL SIZE OUTER 

DIAMETER (IN)

MINIMUM 

WALL (IN)

FEET PER 

LIFT

LIFTS PER 

TRUCK 

APPROXIMATE

WEIGHT

(LB/100')(IN) (mm)

14 350 15.3 1.093 120 12 3300
16 400 17.4 1.243 40/60 20 4450
*18 450 19.5 1.393 40/60 20 5341
*20 500 21.6 1.543 80 8 6566

C900 DR 18 Pressure Class 235

C900 DR 14 Pressure Class 305

*Northern Pipe Products

201 S. 61st Avenue • Phoenix, AZ 85043
602 233-0071 • 602 272-4847 Fax • www.vtpipe.com

SEALING POINTS

• Factory installed, locked-in gasket
• The pipe bell forms over the

gasket, making a perfect fit
• Avoids the possibility of

installing the wrong gasket
• Reduces installation problems
• The locked-in gasket eliminates

gas ket roll-out during joining
• The gasket is molded vs.

extruded and spliced
• Works equally well under

      pressure or vacuum
• Three sealing points achieved vs. two
• LEAK-PROOF JOINTS

• “THE WORLDS BEST JOINT”

The Rieber 
Sealing System
The Rieber system provides 
a proven pipe joint with an
excellent track record in the field.
It is the fastest growing system 
in the world be cause of its 
many advantages.

VINYLTECH AWWA 

TECHNICAL
DATA SUBMITTAL (14” - 24”)C900 BLUE
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