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THE IN T OF THE EXISTING MANHOLE SHALL 
BE RECONFIGURED TO ALLOW FOR SMOOTH 
LAMINAR FLOW. THE INVERT SHALL BE 
RECONSTRUCTED PROVIDING UNIFORM SIDES 
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STANDARDS, AND SHALL HAVE A SMOOTH 
STEEL TROWEL FINISH WITI-l 0.20 FEET FALL 
PROVIDED THROUGH 11! IAANHOI...E 
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1. ALL SANITARY SEWER CONSTRUCTION SHALL BE IN ACCORDANCE ~TH 

THE CITY OF GRAND JUNCTION STANDARD CONTRACT DOCUMENTS 
FOR CAPITAL IMPROVEMENTS CONSTRUCTION, REVISED SPRING, 2005. 

2. THE BASES OF EXISTING SANITARY SEWER MANHOLES THAT ARE TO 
BE ABANDONED SHALL BE FILLED TO ONE FOOT ABOVE THE INLET 
AND OUTLET PIPES ~TH CONCRETE. AT A MINIMUM, THE CONES 
SHALL BE REMOVED AND THE REMAINING PORTION OF THE BARREL 
FILLED ~TH COMPACTED PIT RUN. ANY EXISTING MANHOLE THAT IS 
PROPOSED TO BE ABANDONED AND IS LOCATED ~THIN A FUTURE / 
PROPOSED ROAD SECTION SHALL HAVE THE BARREL SECTIONS REMOVED/ 
TO PROVIDE A MINIMUM OF FOUR FEET OF COVER FROM THE FINISHED 
GRADE TO THE TOP OF REMAINING CONCRETE BARREL. 
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..-11r----1.~"1' THE INVERT OF' THE EXISTING MANHOLE SHALL 
BE RECONFIGURED TO ALLOW FOR St.lOOTH 

II LAMINAR FLOW. THE INVERT SHALL BE 
RECONSTRUClED PROVIDING UNIFORM SIDES 
AND BENCH AS PER STANDARD DETAIL PAGE 

11------,Ht-Ji'l SS-02 OF THE CITY OF' GRAND JUNCTION 
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FOR MANHOLES WITH LESS THAN 0.2' DROP, 
INVERTS SHALL BE COATED WITH AN EPOXY 
GEL MA lERIAL SUITABLE FOR FEATHERING 
AND VERTICAL APPUCA llON PRIOR TO 
PLACING MANHOLE IN GROUND. EPOXY 
COATING SHALL BE DAYTON SUPERIOR, 
RESI-BOND (J-58), OR APPROVED EQUAL. 
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I Inch = 50 f 

-----~ PROJECT BENCHMARK 

GLO BRASS MONUMENT FOUND AT 
THE SOUTH CORNER COMMON TO 
SEC. 35 AND SEC. 36. T. I N., 
R. 2 E., UTE MERIDIAN. 
ELEV. 4517.042 
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